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1. Introduction to Tachospeed Software  
 
Tachospeed software is an application designed to automatically read the driving time, resting 
periods, breaks and periods of availability from analogue tachograph charts. Additionally, upon 
activation of the digital module, the Tachospeed software allows analyses of digital tachograph data 
and driversΩ charts. 
The software allows processing and analysis of retrieved data with respect to rules and regulations 
concerning driving times, resting periods and breaks, as well as keeping record of the working time. 
Moreover, the application allows calŎǳƭŀǘƛƴƎ ǘƘŜ ŘǊƛǾŜǊǎΩ ŀƭƭƻǿŀƴŎŜ, creating fuel reports ς required 
ǘƻ ŎƻƴǘǊƻƭ ǘƘŜ ŦǳŜƭ ŎƻƴǎǳƳǇǘƛƻƴΣ ŀǎ ǿŜƭƭ ŀǎ ŎǊŜŀǘƛƴƎ ŘǊƛǾŜǊǎΩ ŀƴŘ ǾŜƘƛŎƭŜǎΩ ŘƻŎǳƳŜƴǘŀǘƛƻƴΦ 
Tachospeed allows storing of data read from tachograph charts, as well as archiving and visualization 

of data retrieved from the system of digital tachographs. The created database may be then filtered 

or sorted in respect to numerouǎ ŎǊƛǘŜǊƛŀΣ ƛΦŜΦ ŘŀǘŜǎΣ ŘǊƛǾŜǊǎΩ ƴŀƳŜǎΣ ǾŜƘƛŎƭŜǎΩ ǊŜƎƛǎǘǊŀǘƛƻƴ ƴǳƳōŜǊǎΣ 

the place of departure or arrival, etc. Our software application allows, as first in Europe, the use of 

sheet-fed scanners while scanning the tacho-charts, which visibly shortens the process. 

Our software comprises several main modules: 

¶ digital module, 

¶ recording module, 

¶ driving time, break and resting period module, 

¶ enhanced control module, 

¶ business trip and allowance module, 

¶ reminder module. 

Our software complies with ǘƘŜ ǇǊƻǾƛǎƛƻƴǎ ƻŦ ǘƘŜ Ψ5ǊƛǾŜǊǎ ²ƻǊƪƛƴƎ IƻǳǊǎ !ŎǘΩ ŘŀǘŜŘ мс !ǇǊƛƭ нллпΣ 

and the European agreement on international road transport ς AETR (1999 Journal of Laws, no. 94 

item 1087), as well as the latest Resolution (WE) no. 561/2006 of the European Parliament and 

European Council dated 15 March 2006. 

The aforementioned acts are abided by within the entire territory of Europe, thus the software 

application may easily be used in all of the countries of the EU, as well as countries that ratified the 

AETR agreement. Our software-created reports help maintain control both at a company premises 

and on the road. 

Polish institutions authorized to provide such control are: 

¶ Inspectorate of Road Transport, 

¶ National Labor Inspectorate, 

¶ Police, 

¶ The Customs Chamber, 

¶ Border Guard. 

Our software has found many satisfied users all over Europe. In Poland it has been used by the entire 

Police Force, several departments of the Inspectorate of Road Transport, the Customs Chamber or 

the Border Guard. 
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1.1. 2ÅÖÉÅ× ÏÆ 4ÁÃÈÏÓÐÅÅÄȭÓ &unctions  

hǳǊ ǎƻŦǘǿŀǊŜΩǎ Ƴŀƛƴ ŦǳƴŎǘƛƻƴǎ ŎƻƳǇǊƛǎŜΥ 

¶ Scanning up to six tacho-charts into the BMP format by means of flat-bed scanners, 

¶ One-side scanning of approx. 12 tacho charts per minute by means of sheet-fed 

scanners, 

¶ !ǳǘƻƳŀǘƛŎ ǊŜŀŘ ƻǳǘ ƻŦ ŘǊƛǾŜǊǎΩ ǿƻǊƪƛƴƎ ǘƛƳŜ and mileage from the tacho-charts, 

¶ Archiving and browsing of stored data from the tacho-ŎƘŀǊǘǎ ŀƴŘ ŘǊƛǾŜǊǎΩ L//ǎΦ  

¶ Generating of reports on ŘǊƛǾŜǊǎΩ driving times, resting periods, breaks and PoAs with 

respect to various timeframes, 

¶ Identification of legal violations including the calculation of fines in accordance with 

tariff-charts in force, 

¶ Generating of working hours reports for HR purposes (overtime, overtime calculation), 

¶ {ŜǘǘƭƛƴƎ ƻŦ ŘǊƛǾŜǊǎΩ ŀƭƭƻǿŀƴŎŜ ŀƴŘ ŀŎŎƻƳƳƻŘŀǘƛƻƴ ŎƘŀǊƎŜǎΣ 

¶ Calculation of actual fuel consumption based on full tank refueling, 

¶ Reminders of important events, 

¶ /ƻƳǇŀǊƛǎƻƴ ƻŦ ŘǊƛǾŜǊǎΩ ǿƻǊƪƛƴƎ ǘƛƳŜ ŀƴŘ ƳƛƭŜŀƎŜ ƻƴ ǘƘŜ ǎŀƳŜ ǊƻǳǘŜǎΣ 

¶ Manual editing of working time and mileage, 

Restrictions of the demo version: 

¶ Archiving up to two vehicles only, 

¶ 30-day trial period counted from the first use of the software application, 

¶ Possibility to save up to 40 items in the tacho-chart list, 

¶ tƻǎǎƛōƛƭƛǘȅ ǘƻ ǳǇƭƻŀŘ ǳǇ ǘƻ сл Řŀȅǎ ŦǊƻƳ ǘƘŜ ŘǊƛǾŜǊΩǎ ŎƘŀǊǘ ŀƴŘ ŘƛƎƛǘŀƭ ǘŀŎƘƻƎǊŀǇƘΦ 

1.2. Training T utorials  

 

The Tachospeed Software installation disk contains multimedia tutorials concerning the use of 

Tachospeed Software. The tutorials cover information on: 

¶ Scanning of tacho-charts, 

¶ Correct tacho-chart readouts, 

¶ LƴǘǊƻŘǳŎǘƛƻƴ ƻŦ ŘǊƛǾŜǊǎΩ ŘŀǘŀΣ 

¶ Generating of reports, 

¶ DriveǊǎΩ ŀƭƭƻǿŀƴŎŜ ǎŜǘǘƭƛƴƎΣ 

¶ /ŀƭŎǳƭŀǘƛƻƴ ƻŦ ǊƻǳǘŜǎΩ ǇǊƻŦƛǘŀōƛƭƛǘȅΣ 

¶ Calculation of fuel consumption. 

The number of tutorials may differ depending on the chosen language. 

To play the chosen tutorial, please browse the contents of the CD. Some tutorials may be unavailable 

in the language of your choice. 

In case of any tutorial display trouble, please download and install the latest XVID codec, also 

available at www.tachospeed.pl.  
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1.3. System Requirements  

In order to maintain correct functionality of our software, we suggest that the computer system 

should meet the requirements specified below: 

¶ Windows 2000, 2003, 2007, XP, VISTA, 7 operating system; 

¶ CD-ROM drive; 

¶ PC compatible system with a 1500MHz processor; 

¶ 512 MB RAM (suggested 2GB RAM); 

¶ 60 MB of HDD space for the application, and additional 500 MB for the database (the size 

of the database depends on the quantity of stored data); 

¶ Free USB port (allowing connection of a scanner and/or the card reader); 

¶ ICC reader (for digital tachographs only), 

¶ Ethernet adapter (for multiple workstation version only). 

To ensure trouble-free functionality of our software, we suggest that you use scanners suggested by 

our sales representatives. Such devices are fully compatible with the requirements of the software 

and guarantee appropriate readout of the tacho-charts. 
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2. Installation  
Before installation, please read this manual. Please install scanner (if available) prior to installation of 

the software. You will find all information concerning installation of the scanner in the scanner 

installation and maintenance manual. 

2.1. Software installation  

To begin installation, please insert the CD into the CD-ROM drive. If the installation does not begin 

automatically, please browse the contents of the CD in Windows Explorer and run the installation file 

manually. During installation of the Tachospeed Software, please disable all running computer 

programs.  

2.1.1. Installation W izard  
To begin installation process, please choose the desired language and press Next (Dalej>). 

 

Choosing language other than the native language of the purchased version may disable access to 

various functions of the software application. 

To continue installation, please accept the Tachospeed License Agreement. 
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The default installation path of the program is: 

C:\ Program Files\ Infolab\ TachoSpeed 

We suggest using the default installation settings of the program. This will allow our Customer 

Service Department to assist you in case any problems should arise. 

 

 

The program folder contains all application files. Examples of the tacho-charts you will find in the 

/ƘŀǊǘǎ ŦƻƭŘŜǊΦ ¢ƘŜ Ƴŀƛƴ ŦƻƭŘŜǊ ƻŦ ǘƘŜ ǇǊƻƎǊŀƳ Ŏƻƴǘŀƛƴǎ ǘƘŜ ǇǊƻƎǊŀƳΩǎ ŜȄŜŎǳǘŀōƭŜ ŦƛƭŜǎΣ ǘƘŜ ƭƛŎŜƴǎŜ 

agreement and appropriate Acts concerning land transport. 

 

To run the software application, after the program has been installed, please use this icon: 
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LŦ ǘƘŜ ǇǊƻƎǊŀƳ Ƙŀǎ ōŜŜƴ ƛƴǎǘŀƭƭŜŘ ŎƻǊǊŜŎǘƭȅΣ ǘƘŜ ƛŎƻƴ ǿƛƭƭ ŀǇǇŜŀǊ ƻƴ ȅƻǳǊ ŎƻƳǇǳǘŜǊΩǎ ŘŜǎƪǘƻǇΦ ¢ƻ Ǌǳƴ 

the program, please double click the icon with left mouse button. 

Additional tools, that will aid you while working with various digital tachograph control devices, are 

located in Start/Tachospeed. 

2.1.2 Serial Number  Registration  
During the first launch of the program, a popup window will appear with a request for a serial 

number. You will find the serial number attached to the software package. If you choose the ESD 

(Electronic Software Distribution) mode, the serial number will be sent to you electronically.  

The serial number contains capital letters from A to F and numbers from 0 to 9. It consists of 16 

characters and constitutes separate number, next to the so-called control code and activation 

code. 

 

If you do not type in the serial number, the program will run in the DEMO mode. 

2.1.3 Program A ctivation  
Upon the first run of the program, the following message will appear. 

 

Pressing Yes will begin the activation process. To proceed with the activation process you will be 

ŀǎƪŜŘ ǘƻ ŜƴǘŜǊ ȅƻǳǊ ŎƻƳǇŀƴȅΩǎ ƴŀƳŜ ŀƴŘ ¢ŀȄ L5 όƛŘŜƴǘƛŦƛŎŀǘƛƻƴ ƴǳƳōŜǊύΦ 
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Press Next to display the activation window containing the Tax ID and the control code. 

To activate the program, click on the Internet Activation button. 

If your computer is not connected to the Internet, or an activation error has occurred, please phone 

one of the specified numbers or contact us via email, at: biuro@tachospeed.pl 

 

To receive the appropriate activation code, please specify the exact Tax ID entered during the 

installation process (including space and/or dashes), as well as the control code. Our telephone 

assistance lines are open from Monday to Friday, from 11:00 a.m. to 3:00 p.m. The program will 

continue to function without activation for another 30 days. We strongly suggest that you activate 

the program via the Internet of E-mail. 

 

 

 If not activated within one month, the program will stop responding. 

To enter the received activation code, please the Help/Program Activation menu.  

mailto:biuro@tachospeed.pl
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The program activates automatically, when the activation code is entered. 

2.1.4 Activation of A dditional Module s 
 

Installation of the program grants you access to standard modules only, and enables analyses of 

analogue tachograph data. If you purchased additional modules, you must activate them separately. 

Activation of additional modules is a separate procedure to be performed aside the program 

activation. Together with the purchased modules, our customers receive respective serial numbers. 

All additional modules are activated in the Help menu.  

For example, to activate the digital module, please click on Help/Digital Module Activation and enter 

the respective serial number. To activate the enhanced control module, please click on 

Help/Enhanced Control Module Activation. 

2.2 The Tachospeed On-line Update  

 

The Tachospeed software undergoes constant research. Our customers are entitled to a 12-month 

update free of charge. After that period updates are available for an additional fee. 

²Ŝ ǎǳƎƎŜǎǘ ǾƛǎƛǘƛƴƎ ǘƘŜ ŘŜǾŜƭƻǇŜǊΩǎ ǿŜōǎƛǘŜ ς http://tachospeed.pl ς where the latest updates are 

stored at Updates. Each update downloadable content file comes with a date specifying the exact 

time of release, for example: 

 

http://tachospeed.pl/
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Having clicked on a desired update file, a popup window will appear, allowing you to save the file in a 

desired location or launch it automatically.  

²Ŝ ǎǳƎƎŜǎǘ ǎŀǾƛƴƎ ǘƘŜ ŦƛƭŜ ƻƴ ȅƻǳǊ ŎƻƳǇǳǘŜǊΩǎ I55 ŀƴŘ ƭŀǳƴŎƘƛƴƎ ƛǘ ŀŦǘŜǊǿŀǊŘǎΦ .ŜŦƻǊŜ ōŜƎƛƴƴƛƴƎ ƻŦ 

the update, please close the Tachospeed program. If launched, the program will not be able to 

update. 

The update installation wizard verifies tƘŜ ǳǎŜǊΩǎ ƭƛŎŜƴǎŜ ŀƴŘ ǘƘŜ ǇǊƻƎǊŀƳǎ ŀōƛƭƛǘȅ ǘƻ ōŜ ǳǇŘŀǘŜŘΦ ¢ƘŜ 

Tachospeed software application may be updated without additional charges for a period of one 

calendar year after the purchasing date. Further updates require additional update charges referred 

to in the price list available at http://tachospeed.pl.  

Before beginning of the update procedure, the installation wizard suggests creating the database 

backup. We suggest backing up of the database prior to each updating procedure. Without the 

database back up retrieving of the previous version will not be possible. 

2.2.1 Update Issues in Windows Vista  
 

In case update procedures do not work properly in Windows Vista, or the program does not update 

despite installation of the downloadable content, it is likely that the user does not have the right to 

modify the TachoSpeed folder. 

To grant the user required rights, please: 

¶ Find the application folder in Windows Explorer (the default path is: C:\ Program 

Files\ Infolab\ TachoSpeed\ ); 

¶ Click on the TachoSpeed folder with right mouse button and choose Properties; 

¶ Click on the Security tab and choose the Edit option; 

¶ Scroll down the Group/User Name list and find Users (NAME/Users); 

¶ In the Rights for Users tick the Allow option in the Modify box. 

2.3 Installation of D evices 

 

http://tachospeed.pl/
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The software developer strongly suggests using recommended devices. Devices purchased elsewhere 

are not subject to customer assistance services. Installation manuals constitute separate documents 

attached do devices, and have not been addressed in this manual. 

2.3.1 Scanner Installation  
 

When installing any USB based device, please mind the correct installation order. Begin with 

ƛƴǎǘŀƭƭƛƴƎ ŘŜǾƛŎŜΩǎ ŘǊƛǾŜǊǎΣ ǘǳǊƴ ƻŦŦ ȅƻǳǊ computer, plug in the newly installed USB device and restart 

your system. 

Plugging the scanner in too early may result in occurrence of errors during installation of drivers. 

We recommend the following scanners as best compatible with Tachospeed software: 

¶ Canon Lide 20, 25, 30 or 100; 

¶ Plustek OpticSlim 1200, 2400, 2420; 

¶ Microtek ScanMaker (all types installed by means of ScanWizard 5); 

¶ Fujitsu FI-5120C. 

Some multifunction all-in-one devices use low-efficiency scanners, which disallows correct readout of 

the tacho-charts. We do not recommend using them, as such devices may not be subject to any 

complaints or technical support. Should our users possess such devices, they are encouraged to 

ǳǇŘŀǘŜ ǘƘŜ ǎŎŀƴƴŜǊǎΩ ŘǊƛǾŜǊǎ ƻǊ ǇǳǊŎƘŀǎŜ ŀŘŘƛǘƛƻƴŀƭ ƻƴŜǎΦ 

2.3.2 SmartCard Reader Installation  
 

¢ƘŜ {ƳŀǊǘ/ŀǊŘ wŜŀŘŜǊ ǎƘƻǳƭŘ ōŜŎƻƳŜ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ǾƛǎƛōƭŜ ǳǇƻƴ ŎƻƴƴŜŎǘƛƻƴ ǘƻ ǘƘŜ ŎƻƳǇǳǘŜǊΦ LŦ ƛǘΩǎ 

not, you should plug it into another USB port or install software provided on the Reader Installation 

CD. 

To begin the ICC readout in Windows systems, use the StartCard application from the 

Start/Tachospeed menu. Lƴ ŎŀǎŜ ƻŦ ŀƴȅ ǇǊƻōƭŜƳǎ ŎƻƴŎŜǊƴƛƴƎ ǘƘŜ ǊŜŀŘƻǳǘ ƻŦ ŘǊƛǾŜǊǎΩ L//ǎΣ ǇƭŜŀǎ 

launch the file via the main application. 

2.3.3 Installation of Keys and Universal Readers  
 

The following keys used ǘƻ ǳǇƭƻŀŘ Řŀǘŀ ŦǊƻƳ ŘǊƛǾŜǊǎΩ ŎƘŀǊǘǎ ŀƴŘ ŘƛƎƛǘŀƭ ǘŀŎƘƻƎǊŀǇƘǎ Řƻ ƴƻǘ ǊŜǉǳƛǊŜ 

installation: TachoDrive, TachoDrive2, Siemens VDO Download Key, Siemens VDO Download Key 2, 

OPTAC. When connected, they will be displayed as external USB storage devices. In case the reader 

remains invisible for the system, please connect it to other USB port. Should you have any inquiries 

ŎƻƴŎŜǊƴƛƴƎ ǘƘŜ ǳǎŜ ƻŦ ǘƘŜ ŀŦƻǊŜƳŜƴǘƛƻƴŜŘ ŘŜǾƛŎŜǎΣ ŀǎ ǿŜƭƭ ŀǎ ǳǇƭƻŀŘƛƴƎ Řŀǘŀ ŦǊƻƳ ŘǊƛǾŜǊǎΩ ŎƘŀǊǘǎ ŀƴŘ 

digital tachographs, please contact the devƛŎŜΩǎ ǇǊƻŘǳŎŜǊ ƻǊ ȅƻǳǊ ƭƻŎŀƭ ǊŜǘŀƛƭŜǊΦ  

Below you will find ŎƻƴǘŀŎǘ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ ǘƘŜ ǊŜŀŘŜǊǎΩ ǇǊƻŘǳŎŜǊǎ όŀǎ ƻŦ ǘƘŜ Ƴŀƴǳŀƭ ǇǊƛƴǘƛƴƎ ŘŀǘŜύΥ 

¶ TachoDrive+, TachoDrive2: http://matt.pl  

¶ OPTAC: http://www.neris.pl 

¶ Siemens VDO Download Key 1 & 2: http://www.drabpol.pl 

http://matt.pl/
http://www.neris.pl/
http://www.drabpol.pl/
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The program should be compatible with all readers producing digital output files compliant with 1B 

Annex. You will find configuration utilities required to set-up your device in the Start/Tachospeed 

menu.  

When connecting universal readers (equipped with card readers) to the computer, please 

remember that the reader should be connected to the tachograph and there should be no card 

inside. 

2.4 Multiple W orkstation Installation  

The so-called Multi version of Tachospeed software is a version intended for multiple workstations, 

allowing simultaneous work of several users. For such work to be possible it is required to connect 

the computers into a network. Installation of the Multi version should be performed by a qualified IT 

specialist. Usually, the network administrator or the lead IT technician. 

The multi version of our software comprises the server and the client versions of the program. The 

server version should be installed on a system available to all client workstations. This means that to 

gain access to the Internet the network server should have and external IP address. The client 

workstation version will not work properly if it is not connected to the database network. 

The client version, however, do not require the server version to be running. In such case launching 

the Firebird server will suffice. Due to such a solution it is possible to use several workstations at the 

same time, allowing several employees to perform their duties simultaneously. 

The server version of our software allows work via the Internet (DSL, Neostrada, Chello, etc.) ς 

though it requires an external IP address. 

2.4.1 Server Version Installation  
 

It is crucial to begin with the installation of the server version of our software. The installation 

progresses in a way similar to single-workstation installation, yet, unlike the latter, is followed by the 

installation of Firebird server. 

Please, make sure to enable the following options of the Firebird server: 

¶ Superserver 

¶ Use Guardian 

¶ Run as service 

To ensure the correct functioning of the Firebird server, forward ǘƘŜ олрл ǇƻǊǘ ƛƴ ǘƘŜ ǎȅǎǘŜƳΩǎ 

firewall. 

Please restart your system after the installation has been completed. Otherwise, please launch the 

Firebird server manually (this step has been properly addressed in the Firebird manual). 

You can now launch the Tachospeed software. If the server version has been launched, the following 

popup window will be displayed: 
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Further installation procedures may differ depending on installation and network parameters.  

tƭŜŀǎŜ ǘȅǇŜ ƛƴ ǘƘŜ ǎŜǊǾŜǊΩǎ LƴǘŜǊƴŜǘ ŀŘŘǊŜǎǎΥ localhost or 127.0.0.1, or other assigned to your 

computer. Next specify the path to the Multi server version source folder, e.g.: 

C:\ Program Files\ Infolab\ TachoSpeed\  

If the installation process has been concluded properly, the program should launch and gain access 

to the database. 

2.4.2 Server Installation Troubleshooting  
The program launches, but does not upload the contents of the database (the path and server 

address window keeps popping up): 

¶ ¢ƘŜǊŜΩǎ ŀŘŘƛǘƛƻƴŀƭ ŦƛǊŜǿŀƭƭ ǎƻŦǘǿŀǊŜ ƛƴǎǘŀƭƭŜŘ ƛƴ ǘƘŜ ǎȅǎǘŜƳ όŜΦƎΦ bƻǊǘƻƴ {ŜŎǳǊƛǘȅύΣ ƻǘƘŜǊ 

than the default one; 

¶ The 3050 has not been forwarded; 

¶ Invalid IP has been specified (spaces, full stops, etc.); 

¶ Invalid installation path has been specified; 

¶ The Firebird server is unavailable (does not work as a service or has been stopped); 

¶ Other applications on the system use Firebird or Interbase and flood the 3050 port, 

or/and they are not up to date (server application should be installed on other system or 

launched separately with other port forwarded with its number properly configured in 

the program); 

¶ Invalid database version (server version older than the database version) ς this particular 

problem occurs along with attempts of installing an older program version over the new 

database. 

2.1.2. Client Version Installation  
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The installation progresses in a way similar to single-workstation installation. Unlike the server 

version, the client one does not require the Firebird server to be installed. 

¢ƘŜǊŜΩǎ ƴƻ ƴŜŜŘ ǘƻ ǊŜǎǘŀǊǘ ǘƘŜ ŎƻƳǇǳǘŜǊΣ ŀŦǘŜǊ ǘƘŜ ƛƴǎǘŀƭƭŀǘƛƻƴ Ƙŀǎ ōŜŜƴ ŎƻƳǇƭŜǘŜŘΦ ¢ƘŜ ǇǊƻƎǊŀƳ 

may be launched immediately. When launched, the IP address and the path window will pop up. 

IŜǊŜ ȅƻǳ ǎǇŜŎƛŦȅ ǘƘŜ ǎŜǊǾŜǊΩǎ IP and the path to programs source folder on the server system, e.g.: 

C:\ Program files\ Infolab\ TachoSpeed\  

If the installation process has been concluded properly, the program should launch and gain access 

to the database. 

2.4.4 Client Installation Troubleshooting  
The program launches, but does not upload the contents of the database (the path and server 

address window keeps popping up): 

¶ ! ŦƛǊŜǿŀƭƭ Ƙŀǎ ōŜŜƴ ƛƴǎǘŀƭƭŜŘ ƻƴ ǘƘŜ ŎƭƛŜƴǘ ǿƻǊƪǎǘŀǘƛƻƴΣ ǘƘŀǘ ŘƛǎŀōƭŜǎ ¢ŀŎƘƻǎǇŜŜŘΩǎ ŀŎŎŜǎǎ 

to port 3050 on the server; 

¶ Invalid IP address (spaces, full stops, etc., invalid address); 

¶ Invalid path ς remember to specify the path to the software folder on a server, not the 

local workstation, the same one you specified during the server configuration; 

¶ Networking problems ς no connection to server-based network, invalid configuration of 

the network adapter, etc.; 

¶ Hardware problems ς malfunctioning network adapter, disconnected power cord, 

disconnected router, etc; 

¶ Invalid database version (server version older than the database version) ς this particular 

problem occurs along with attempts of installing an older program version over the new 

database. 

3. First Things First ɀ the Basics 
The program screen comprises three key elements: 

¶ Menu Bar 

¶ Quick Launch Bar 

¶ Data upload and browsing screen 

If the digital module has been initiated, it is possible to switch between two types of view, i.e. 

ŀƴŀƭƻƎǳŜ ŀƴŘ ŘƛƎƛǘŀƭ ǾƛŜǿǎΦ tǊƻƎǊŀƳΩǎ ŘŜŦŀǳƭǘ ǾƛŜǿ ƛǎ ǘƘŜ ŀƴŀƭƻƎǳŜ ƻƴŜΣ ŜƴŀōƭƛƴƎ ǳǇƭƻŀŘ ƻŦ ǘƘŜ ǘŀŎƘƻ-

charts.  

The digital view enables reviewing ƻŦ ǘƘŜ ŘǊƛǾŜǊǎΩ ŎƘŀǊǘ ŘŀǘŀΣ ŀǎ ǿŜƭƭ ŀǎ ŘƛƎƛǘŀƭ ǘŀŎƘƻƎǊŀǇƘ ŘŀǘŀΦ 

Furthermore, it allows quick upload and importing of the data into the database. 

3.1. Startup Screen 

When launched for the first time, the startup screen will be displayed. Here you will gain quick access 

to the programΩs key functions. 
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To display the screen again, please use the Administration/Startup Screen option. The startup screed 

is displayed at each launch of the software application. In case you would like to disable it, ticks the 

Ψ5ƻƴΩǘ ǎƘƻǿ ǘƘƛǎ ǿƛƴŘƻǿ ŀƎŀƛƴΩ ƻǇǘƛƻƴΦ 

3.2 Analogue View Screen 

 

3.3 Quick Launch Icons in the Analogue View  

vǳƛŎƪ ƭŀǳƴŎƘ ƛŎƻƴǎ ŀƭƭƻǿ Ŝŀǎȅ ŀŎŎŜǎǎ ǘƻ ǘƘŜ ǇǊƻƎǊŀƳΩǎ ƪŜȅ ŦǳƴŎǘƛƻƴǎ ŀǾŀƛƭŀōƭŜ ƛƴ ǘƘŜ ŀƴŀƭƻƎǳŜ ǾƛŜǿΦ 

Below you will find a concise review of the icons and their functions. 
































































































